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Signal Connectivity M8 Intro

Quick Links:

M8 connectors provide reliable connections for sensors and actuators in a small, secure and environmentally sealed design. This 
connector style is a standard in industrial applications such as packaging, automation, robotics, and semiconductor manufacturing. 
The wide variety of cable types, locking styles and connector orientations address a wide range applications.

Product Overview
Number of Poles 3,4,6 

Conductor size range Up to 22 AWG

Rated current Up to 4A

Rated voltage Up to 125 V

Protection Class Up to NEMA 1,3,4,6P and IEC IP67 / IP 68

Ambient Temperature From -40C to +105C

Insertion Cycles >100 

Design standard IEC 61076-2-104

Hardware choices POM
Nickel Plated Brass
316 Stainless Steel Passivated

Part Number Key
Find the part number key on pg 6.

Installation Guide

https://www.turck.us/attachment/B2401.pdf
https://www.turck.us/attachment/G1037.pdf
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Signal Connectivity M8 Picofast "Snap Lock" Connector Instructions

With Turck's patented Locking Sleeve pulled back, any 
Picofast sensor slides on without any difficulty.

After sensor is connected, push Locking Sleeve forward to 
create a watertight connection. It's a snap!

Installation Instructions

To Attach: To Detach:

1. Be sure black locking
    sleeve is pulled back.

1. Do not twist.

2. Line up pins and push
    connector onto plug.
    You will feel a "snap."
    Do not twist.

2. Pull locking sleeve back
    to "unlocked" position.

3. Push locking sleeve forward
    on connector unil it is flush with
    the front of the connector.

3. Pull connector straight off.

4. If sleeve is difficult to slide on
    a new connector, "exercise" it a
    few times. Do not use tools.

4. Leave locking sleeve in
    unlocked position.

UNLOCK

LOCK
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Signal Connectivity M8 Straight Threaded Cordsets

M8 Straight Threaded

Pins Cable Material Cable Color Female Male Extension

3

PVC Yellow PKG 3M-* PSG 3M-* PKG 3M-*-PSG 3M

PVC Black PKG 3M-*/S760/S771 PSG 3M-*/S760/S771 PKG 3M-*-PSG 3M/S760/S771

PVC Shielding on coupling nut Yellow PKGS 3M-* PSGS 3M-* PKGS 3M-*-PSGS 3M

TPU Black PKG 3M-*/S90 PSG 3M-*/S90 PKG 3M-*-PSG 3M/S90

TPU High Flex, C-track, Suitable for drag chain use Black PKG 3M-*/S90/S101 PSG 3M-*/S90/S101 PKG 3M-*-PSG 3M/S90/S101

TPU Shielded Black PKG 3M-*/S90/S618 PSG 3M-*/S90/S618 PKG 3M-*-PSG 3M/S90/S618

TPU Shielding on coupling nut Black PKGS 3M-*/S90 PSGS 3M-*/S90 PKGS 3M-*-PSGS 3M/S90

TPU, retractile coil Black PKG 3M-3/S90-SP PSG 3M-3/S90-SP PKG 3M-3-PSG 3M/S90-SP

TPE Weldlife Cable, Weld spatter resistant Yellow PKG 3M-*/S1587 PSG 3M-*/S1587 PKG 3M-*-PSG 3M/S1587

4

PVC Yellow PKG 4M-* PSG 4M-* PKG 4M-*-PSG 4M

PVC Black PKG 4M-*/S760/S771 PSG 4M-*/S760/S771 PKG 4M-*-PSG 4M/S760/S771

PVC Shielding on coupling nut Yellow PKGS 4M-* PSGS 4M-* PKGS 4M-*-PSGS 4M

TPU Black PKG 4M-*/S90 PSG 4M-*/S90 PKG 4M-*-PSG 4M/S90

TPU Black PKG 4M-*/S90/S101 PSG 4M-*/S90/S101 PKG 4M-*-PSG 4M/S90/S101

TPU Shielded Black PKG 4M-*/S90/S618 PSG 4M-*/S90/S618 PKG 4M-*-PSG 4M/S90/S618

TPU Shielding on coupling nut Black PKGS 4M-*/S90 PSGS 4M-*/S90 PKGS 4M-*-PSGS 4M/S90

TPU, retractile coil  Black PKG 4M-3/S90-SP PSG 4M-3/S90-SP PKG 4M-3-PSG 4M/S90-SP

TPE Weldlife Cable, Weld spatter resistant Yellow PKG 4M-*/S1587 PSG 4M-*/S1587 PKG 4M-*-PSG 4M/S1587

6

PVC Yellow PKG 6M-* PSG 6M-* PKG 6M-*-PSG 6M

PVC Black PKG 6M-*/S760/S771 PSG 6M-*/S760/S771 PKG 6M-*-PSG 6M/S760/S771

TPU Black PKG 6M-*/S90 PSG 6M-*/S90 PKG 6M-*-PSG 6M/S90

TPU Shielded Black PKG 6M-*/S90/S618 PSG 6M-*/S90/S618 PKG 6M-*-PSG 6M/S90/S618

* Length in meters. Standard lengths are 2, 4, 6, 8, 10, and 15 meters. Consult factory for other lengths. 

Consult factory for additional options.

https://www.turck.us/datasheet/_us/edb_777000272_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000852_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000431_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008192_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777015921_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008205_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777016223_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777016225_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777025242_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000274_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000526_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000275_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777006586_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008427_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777001564_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008195_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008428_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008206_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777016224_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777016226_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777039148_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U2515-30_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U99-11304_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U2516-87_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777012459_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777012460_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777012463_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000280_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777001743_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777001144_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008248_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777043256_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008261_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777016231_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777016233_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777025315_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000281_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000853_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777001825_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008249_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008447_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008262_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000298_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777009633_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008263_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777016232_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777016234_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777043748_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U2503-11_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U0136-1_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U99-10828_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777040849_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777040851_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777045672_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000371_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000372_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008287_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777025378_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777029082_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777045668_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777009628_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777009636_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008289_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008286_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777009637_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008290_eng_us.pdf
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Signal Connectivity M8 Right Angle Threaded Cordsets

M8 Right Angle Threaded

Pins Cable Material Cable Color Female Male Extension

3

PVC Yellow PKW 3M-* PSW 3M-* PKW 3M-*-PSW 3M

PVC Black PKW 3M-*/S760/S771 PSW 3M-*/S760/S771 PKW 3M-*-PSW 3M/S760/S771

PVC Shielding on coupling nut Yellow PKWS 3M-* PSWS 3M-* PKWS 3M-*-PSWS 3M

TPU Black PKW 3M-*/S90 PSW 3M-*/S90 PKW 3M-*-PSW 3M/S90

TPU High Flex, C-track, Suitable for drag chain use Black PKW 3M-*/S90/S101 PSW 3M-*/S90/S101 PKW 3M-*-PSW 3M/S90/S101

TPU Shielded Black PKW 3M-*/S90/S618 PSW 3M-*/S90/S618 PKW 3M-*-PSW 3M/S90/S618

TPU Shielding on coupling nut Black PKWS 3M-*/S90 PSWS 3M-*/S90 PKWS 3M-*-PSWS 3M/S90

TPU, retractile coil  Black PKW 3M-3/S90-SP PSW 3M-3/S90-SP PKW 3M-3-PSW 3M/S90-SP

TPE Weldlife Cable, Weld spatter resistant Yellow PKW 3M-*/S1587 PSW 3M-*/S1587 PKW 3M-*-PSW 3M/S1587

4

PVC Yellow PKW 4M-* PSW 4M-* PKW 4M-*-PSW 4M

PVC Black PKW 4M-*/S760/S771 PSW 4M-*/S760/S771 PKW 4M-*-PSW 4M/S760/S771

PVC Shielding on coupling nut Yellow PKWS 4M-* PSWS 4M-* PKWS 4M-*-PSWS 4M

TPU Black PKW 4M-*/S90 PSW 4M-*/S90 PKW 4M-*-PSW 4M/S90

TPU High Flex, C-track, Suitable for drag chain use Black PKW 4M-*/S90/S101 PSW 4M-*/S90/S101 PKW 4M-*-PSW 4M/S90/S101

TPU Shielded Black PKW 4M-*/S90/S618 PSW 4M-*/S90/S618 PKW 4M-*-PSW 4M/S90/S618

TPU Shielding on coupling nut Black PKWS 4M-*/S90 PSWS 4M-*/S90 PKWS 4M-*-PSWS 4M/S90

TPU, retractile coil Black PKW 4M-3/S90-SP PSW 4M-3/S90-SP PKW 4M-3-PSW 4M/S90-SP

TPE Weldlife Cable, Weld spatter resistant Yellow PKW 4M-*/S1587 PSW 4M-*/S1587 PKW 4M-*-PSW 4M/S1587

6

PVC Yellow PKW 6M-* PSW 6M-* PKW 6M-*-PSW 6M

PVC Black PKW 6M-*/S760/S771 PSW 6M-*/S760/S771 PKW 6M-*-PSW 6M/S760/S771

TPU Black PKW 6M-*/S90 PSW 6M-*/S90 PKW 6M-*-PSW 6M/S90

TPU High Flex, C-track, Suitable for drag chain use Black PKW 6M-*/S90/S101 PSW 6M-*/S90/S101 PKW 6M-*-PSW 6M/S90/S101

TPU Shielded Black PKW 6M-*/S90/S618 PSW 6M-*/S90/S618 PKW 6M-*-PSW 6M/S90/S618

* Length in meters. Standard lengths are 2, 4, 6, 8, 10, and 15 meters. Consult factory for other lengths. 

Consult factory for additional options.

https://www.turck.us/datasheet/_us/edb_777000846_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008461_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008335_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777015920_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777026305_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777024682_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777016227_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777016229_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777024849_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000273_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000855_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008336_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777009629_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008463_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008337_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008320_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008464_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777022190_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777016228_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777016230_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777045669_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U0071-10_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U99-11388_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U99-10954_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777012461_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777012462_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777012464_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000285_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777001204_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008386_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777019175_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777026306_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777045671_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777016235_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777016237_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777024850_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000286_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000856_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008387_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008377_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777009639_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008388_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000299_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008470_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777044405_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777016236_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777016238_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777045670_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U2512-34_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U99-11415_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U99-11116_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777029139_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777045665_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777045667_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777001173_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777001172_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777011331_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777041685_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777035706_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777031709_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008402_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777009641_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777045662_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777005508_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008474_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777045666_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777009632_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008475_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777021930_eng_us.pdf
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Signal Connectivity M8 Right Angle with LED Cordsets

M8 Right Angle with LEDs

Pins Cable Material Cable Color LED Female - Threaded Female - Snap Lock

3

PVC LED Yellow PNP PKW 3M-P7X2-* PKW 3Z-P7X2-*

PVC LED Black PNP PKW 3M-P7X2-*/S760 PKW 3Z-P7X2-*/S760

TPU High Flex, C-track, Suitable for drag chain use, LED Black PNP PKW 3M-P7X2-*/S90/S101 PKW 3Z-P7X2-*/S90/S101

TPU LED Black PNP PKW 3M-P7X2-*/S90 PKW 3Z-P7X2-*/S90

TPU LED, Shielded Black PNP PKW 3M-P7X2-*/S90/S618 PKW 3Z-P7X2-*/S90/S618

TPE LED Yellow PNP PKW 3M-P7X2-*/S1587 PKW 3Z-P7X2-*/S1587

3

PVC LED Yellow NPN PKW 3M-N7X2-* PKW 3Z-N7X2-*

TPU High Flex, C-track, Suitable for drag chain use, LED Black NPN PKW 3M-N7X2-*/S90/S101 PKW 3Z-N7X2-*/S90/S101

TPU LED Black NPN PKW 3M-N7X2-*/S90 PKW 3Z-N7X2-*/S90

TPU LED, Shielded Black NPN PKW 3M-N7X2-*/S90/S618 PKW 3Z-N7X2-*/S90/S618

4

PVC LED Yellow PNP PKW 4M-P7X2-* PKW 4Z-P7X2-*

TPU LED Black PNP PKW 4M-P7X2-*/S90 PKW 4Z-P7X2-*/S90/S101

TPU High Flex, C-track, Suitable for drag chain use, LED Black PNP PKW 4M-P7X2-*/S90/S101 PKW 4Z-P7X2-*/S90

TPU LED, Shielded Black PNP PKW 4M-P7X2-*/S90/S618 PKW 4Z-P7X2-*/S90/S618

* Length in meters. Standard lengths are 2, 4, 6, 8, 10, and 15 meters. Consult factory for other lengths. 

Consult factory for additional options.

https://www.turck.us/datasheet/_us/edb_777000282_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000838_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777030170_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777045673_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008344_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777009645_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000283_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000837_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777009649_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008373_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777030119_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777045675_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008340_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008371_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777009648_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777009644_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000284_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000836_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008341_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777009643_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777001309_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777009646_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000287_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777001590_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008389_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000841_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777001233_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777045674_eng_us.pdf
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Signal Connectivity M8 Straight Snap Lock Cordsets

M8 Straight Snap Lock Cordsets

Pins Cable Material Cable Color Female Male Extension

3

PVC Yellow PKG 3Z-* PSG 3-* PKG 3Z-*-PSG 3

PVC Black PKG 3Z-*/S760/S771 PSG 3-*/S760/S771 PKG 3Z-*-PSG 3/S760/S771

TPU Black PKG 3Z-*/S90 PSG 3-*/S90 PKG 3Z-*-PSG 3/S90

TPU High Flex, C-track, Suitable for drag chain use Black PKG 3Z-*/S90/S101 PSG 3-*/S90/S101 PKG 3Z-*-PSG 3/S90/S101

TPU Shielded Black PKG 3Z-*/S90/S618 PSG 3-*/S90/S618 PKG 3Z-*-PSG 3/S90/S618

TPU, retractile coil  Black PKG 3Z-3/S90-SP PSG 3-3/S90-SP PKG 3Z-3-PSG 3/S90-SP

TPE Weldlife Cable, Weld spatter resistant Yellow PKG 3Z-*/S1587 PSG 3-*/S1587 PKG 3Z-*-PSG 3/S1587

4

PVC Yellow PKG 4Z-* PSG 4-* PKG 4Z-*-PSG 4/S760/S771

PVC Black PKG 4Z-*/S760/S771 PSG 4-*/S760/S771 PKG 4Z-*-PSG 4

TPU Black PKG 4Z-*/S90 PSG 4-*/S90 PKG 4Z-*-PSG 4/S90

TPU High Flex, C-track, Suitable for drag chain use Black PKG 4Z-*/S90/S101 PSG 4-*/S90/S101 PKG 4Z-*-PSG 4/S90/S101

TPU Shielded Black PKG 4Z-*/S90/S618 PSG 4-*/S90/S618 PKG 4Z-*-PSG 4/S90/S618

TPU, retractile coil Black PKG 4Z-3/S90-SP PSG 4-3/S90-SP PKG 4Z-3-PSG 3/S90-SP

6

PVC Yellow PKG 6Z-* PSG 6-* PKG 6Z-*-PSG 6

PVC Black PKG 6Z-*/S760/S771 PSG 6-*/S760/S771 PKG 6Z-*-PSG 6/S760/S771

TPU Black PKG 6Z-*/S90 PSG 6-*/S90 PKG 6Z-*-PSG 6/S90

TPU Shielded Black PKG 6Z-*/S90/S618 PSG 6-*/S90/S618 PKG 6Z-*-PSG 6/S90/S618

* Length in meters. Standard lengths are 2, 4, 6, 8, 10, and 15 meters. Consult factory for other lengths. 

Consult factory for additional options.

https://www.turck.us/datasheet/_us/edb_777000357_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777001678_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000415_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777001958_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008413_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777002959_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777001072_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000525_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008234_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000430_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000481_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008235_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000908_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008415_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777025404_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U0068_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U2-22631_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U0069-09_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777034228_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777045663_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777045595_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000419_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008437_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777001836_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777006592_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008439_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777005500_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000845_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000854_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008283_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777005520_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777009611_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777042247_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000366_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008441_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777045596_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U0070-11_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U99-11331_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_100034810_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777001352_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777001374_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008300_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008292_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777045608_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777045607_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008293_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008454_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777015936_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777009604_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777009615_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777025636_eng_us.pdf
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Signal Connectivity M8 Right Angle Snap Lock Cordsets

M8 Right Angle Snap Lock Cordsets

Pins Cable Material Cable Color Female Male

3

PVC Yellow PKW 3Z-* PSW 3-*

PVC Black PKW 3Z-*/S760/S771 PSW 3-*/S760/S771

TPU Black PKW 3Z-*/S90 PSW 3-*/S90

TPU High Flex, C-track, Suitable for drag chain use Black PKW 3Z-*/S90/S101 PSW 3-*/S90/S101

TPU Shielded Black PKW 3Z-*/S90/S618 PSW 3-*/S90/S618

TPU, retractile coil  Black PKW 3Z-3/S90-SP PSW 3-3/S90-SP

TPE Weldlife Cable, Weld spatter resistant Yellow PKW 3Z-*/S1587 PSW 3-*/S1587

4

PVC Yellow PKW 4Z-* PSW 4-*

TPU Black PKW 4Z-*/S90 PSW 4-*/S90

TPU High Flex, C-track, Suitable for drag chain use Black PKW 4Z-*/S90/S101 PSW 4-*/S90/S101

TPU Shielded Black PKW 4Z-*/S90/S618 PSW 4-*/S90/S618

6

PVC Yellow PKW 6Z-* PSW 6-*

TPU Black PKW 6Z-*/S90 PSW 6-*/S90

TPU Shielded Black PKW 6Z-*/S90/S618 PSW 6-*/S90/S618

* Length in meters. Standard lengths are 2, 4, 6, 8, 10, and 15 meters. Consult factory for other lengths. 

Consult factory for additional options.

https://www.turck.us/datasheet/_us/edb_777000848_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000983_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777045609_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777002954_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000849_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777009616_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777008356_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777009617_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000909_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777009618_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U0078-1_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_100034973_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777034263_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777045610_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777006596_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000408_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000850_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777009620_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777009606_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777009621_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000907_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777009622_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000262_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777001006_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777009608_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777045664_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777009609_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777021316_eng_us.pdf
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Signal Connectivity M8 Receptacles

Female

Pins Front Mount Threaded
Rear Mount Solder 

Cups Threaded
Rear Mount PCB 

Straight
Rear Mount PCB 

Right Angle
Mounting Bracket Threaded 

PCB Straight
Mounting Bracket Threaded PCB 

Right Angle

3 MFKS 3-* MFKS 3F MFKS 3F-PCBF WMFK 3F-PCB MFKSH 3F-PCB WMFKSH 3F-PCB

4 MFKS 4-* MFKS 4F MFKS 4F-PCBF WMFK 4F-PCB MFKSH 4F-PCB WMFKSH 4F-PCB

6 MFKS 6-* MFKS 6F WMFK 6F-PCB

Panel Feed Through Connector Male

Pins Male to Female Panel Feedthrough Front Mount Snap Front Mount Threaded or Snap Rear Mount Threaded or Snap Rear Mount PCB Right Angle

3 MFSV MFKV 3/M8 MFS 3-* MFSS 3-* MFS 3F-* WMFS 3F-PCB

4 MFSV MFKV 4/M8 MFS 4-* MFSS 4-* MFS 4F-* WMFS 4F-PCB

6 MFSV MFKV 6/M8 MFS 6-* MFSS 6-* MFS 6F-* WMFS 6F-PCB

* Length in meters. Standard lengths are 0.5, 1, and 2  meters. Consult factory for other lengths. 

Consult factory for additional options.

https://www.turck.us/datasheet/_us/edb_777009657_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U2-08598_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U0884-03_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U0902-42_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U2-07206_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U2-07210_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777009658_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U2-08599_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U0884-04_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U0902-41_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U2-07207_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U2-07211_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000394_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U2-08600_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U0902-40_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U2-12391_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777009653_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777001274_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777001677_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U0902-4_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U2-12392_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777009654_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777009656_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777009655_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U0902-44_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U2-12393_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777005574_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777001243_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777001171_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U0902-43_eng_us.pdf
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Signal Connectivity M8 Field Wireables

Female

Pins
Solder Terminal Threaded 

Straight
Solder Terminal Threaded Right 

Angle
Screw Terminal Threaded 

Straight
Screw Terminal Threaded Right 

Angle
IDC Terminal Threaded 

Straight

3 B 5131-0 B 5231-0 B 5133-0 B 5233-0 B 5136-0

4 B 5141-0 B 5241-0 B 5143-0 B 5243-0 B 5146-0

Male

Pins
Solder Terminal Threaded 

Straight
Solder Terminal Threaded Right 

Angle
Screw Terminal Threaded 

Straight
Screw Terminal Threaded Right 

Angle
IDC Terminal Threaded 

Straight

3 BS 5131-0 BS 5231-0 BS 5133-0 BS 5233-0 BS 5136-0

4 BS 5141-0 BS 5241-0 BS 5143-0 BS 5243-0 BS 5146-0

Consult factory for additional options. 

https://www.turck.us/datasheet/_us/edb_U6500_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U6515_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U0879-54_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U2-31430_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U6578-1_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U6525_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U6535_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U0879-55_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U2-31429_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U6579-1_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U6510_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U6520_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U6512_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U2-31428_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U6578_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U6530_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U6540_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U6513_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U2-31435_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U6576_eng_us.pdf
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Signal Connectivity M8 Junction Boxes

M8 Threaded Junction Box - 4 Port

Pins Description 4 Port No LEDs 4 Port PNP LEDs 4 Port NPN LEDs

3 Integral Homerun Cable TB-4M8M-3-* TB-4M8M-3P2-* TB-4M8M-3N2-*

3 M12 Homerun Connector TB-4M8M-3-FS8 TB-4M8M-3P2-FS8 TB-4M8M-3N2-FS8

4 Integral Homerun Cable TB-4M8M-4-*

4 M12 Homerun Connector TB-4M8M-4-FS12

4 M16 Homerun Connector TB-4M8M-4-*-BSM14

M8 Snap Lock Threaded Junction Box - 4 Port

Pins Description 4 Port No LEDs 4 Port PNP LEDs 4 Port NPN LEDs

3 Integral Homerun Cable TB-4M8Z-3-* TB-4M8Z-3P2-*

3 M12 Homerun Connector TB-4M8Z-3-FS8 TB-4M8Z-3P2-FS8 TB-4M8Z-3N2-FS8

4 Integral Homerun Cable TB-4M8Z-4-*

4 M16 Homerun Connector TB-4M8M-4-*-BSM14

* Length in meters. Standard length is 5 meters. Consult factory for other lengths. 

Consult factory for additional wiring options.

https://www.turck.us/datasheet/_us/edb_777039628_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777038938_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777039629_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U2-28812_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U2-28307_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U2-28813_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777038940_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U2-28309_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777040998_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777040699_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777038939_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U2-28808_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U2-28308_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U2-29189_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777038941_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777040998_eng_us.pdf
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Signal Connectivity Junction Boxes

M8 Threaded Junction Box - 8 Port

Pins Description 8 Port No LEDs 8 Port PNP LEDs 8 Port NPN LEDs

3 Integral Homerun Cable TB-8M8M-3-* TB-8M8M-3P2-* TB-8M8M-3N2-*

3 M12 Homerun Connector TB-8M8M-3-FS12 TB-8M8M-3P2-FS12 TB-8M8M-3N2-FS12

4 Integral Homerun Cable TB-8M8M-4-*

4 M16 Homerun Connector TB-8M8M-4-*-BSM19

M8 Snap Lock Threaded Junction Box - 8 Port

Pins Description 8 Port No LEDs 8 Port PNP LEDs 8 Port NPN LEDs

3 Integral Homerun Cable TB-8M8Z-3-* TB-8M8Z-3P2-*

3 M12 Homerun Connector TB-8M8Z-3-FS12 TB-8M8Z-3P2-FS12 TB-8M8Z-3N2-FS12

4 Integral Homerun Cable TB-8M8Z-4-*

* Length in meters. Standard length is 5 meters. Consult factory for other lengths. 

Consult factory for additional wiring options.

https://www.turck.us/datasheet/_us/edb_777039475_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777038942_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777039476_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U2-28809_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U2-28312_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U2-28810_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777038944_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777039477_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777039478_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777038943_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U2-28811_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U2-28313_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U2-30806_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777038945_eng_us.pdf
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Signal Connectivity Splitters

M8 Splitter

Close coupled Cable on trunk and branches Cable on branches

3 Wire Standard YP2-MFS 4/2MFK 3 YP2-PSG4M-*/2PKG3M-*/* YP2-MFS4/2PKG3M-*/*

3 Wire Standard LED YP2-PX2-MFS 4/2MFK 3 YP2-PX2-PSG4M-*/2PKG3M-*/*

3 Wire Parallel YP2-MFS 3/2MFK 3/S651 YP2-PSG3M-*/2PKG3M-*/*/S651 YP2-MFS3/2PKG3M-*/*/S651

4 Wire Parallel YP2-MFS4/2MFK4/S651 YP2-PSG4M-*/2PKG4M-*/*/S651 YP2-MFS4/2PKG4M-*/*/S651

M12 Splitter

Close coupled Cable on branches

3 Wire Standard VBRS 4.4-2SKM 3 VBRS 4.4-2PKG 3M-*/*

* Length in meters. Standard lengths are 5, 10, and 15 meters. Consult factory for other lengths. 

Consult factory for additional wiring options.

https://www.turck.us/datasheet/_us/edb_U0932-33_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777014952_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777014993_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U0932-34_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777016647_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U2-12187_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777014954_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777014991_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U2-12911_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777014955_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777014992_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U0117-1_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_777000307_eng_us.pdf
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Signal Connectivity Accessories

Closure Caps

Style Mates to Male Mates to Female

Threaded Hand Tighten PKG-MC PSG-MC

Threaded Hand Tighten + Lanyard PKG-CC PSG-CC

Threaded Phillips Head (Plastic) PSGM-CC (8/BAG)

Snap Lock PSGK-MC (8/BAG)

M8 Connector Inserts

Pin Female

3 MFKB 3 (10/BAG)

4 MFKB 4 (10/BAG)

M12-M8 Adaptors

Pin Female M12 to Male M8 Male M12 to Female M8

3 FKMR 4-ESM 3S FSMR 4-SKM 3

4 FKMR 4.4-ESM 4S FSMR 4.4-SKM 4

Set of Torque Wrenches

TORQUE-WRENCH-SET-M12&M8-LEGACY

Mounting Aide

M8-CORDSETS-MOUNTING-CLIP-(10/BAG)

https://www.turck.us/datasheet/_us/edb_U2-07761_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U2-07762_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U2-07764_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U2-07763_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U6427_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U2-11982_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_E1123_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_E1122_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_E1010_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U1009_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_E1011_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_U1008_eng_us.pdf
https://www.turck.us/datasheet/_us/edb_A900154_eng_us.pdf
https://www.turck.us/en/product/200005995
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